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Technical Data

Skid pipe-Ø 8 mm Skid pipe-Ø 12 mm

Process 
connection

1/8“              3/8“  
G1“     flange Ø74

3/8“  
G1,5“     flange Ø74

Switching points 
L1-L4 1 - 3 1 - 4

Switching voltage 42V AC/DC 42V AC/DC optional 
up to 300V AC/DC

Switching current 0,25A 0,25A optional up to 1,5A

Switching capacity 3VA 3VA optional up to 70VA

Switching function NO / NC / change over

Material 1.4571 (V4A)

Temperature 
range 40 °C up to +80 °C optional up to +125 °C

Installation Length 50 bis 500 mm optional adjustable

Electrical 
connection

Cables with bare ends or ferrules 
Industrial connector M8 (3/4 pin) / M12 (4/5/8 pin)

Aluminum Connection Housings / Line Sockets / Device Plugs

Cable material PVC / optional Silikone up to +80°C 

Cable length 200 mm to 10.000 mm

Protection grade im Tank: IP68

Medium Density > 0,8 g/cm3

Pressure max. 10 bar

FLOAT SWITCHES MADE OF STAINLESS STEEL
The special float switch

Description

VA float switch to monitor up to 4 fluid levels in containers or tanks. Made of high-quality 
stainless steel, it offers high corrosion resistance and robustness. 
This makes these switches ideal for use in demanding and harsh industrial environments. 
Thanks to the optional height adjustability, the installation length can also be flexibly adapted 
by you to your application. 


